
IDLER WHEELS for series
800 - 802 - 805 - 805 VG 

SPLIT IDLER WHEELS

Material: polyamide, screws in stainless steel. 
Notes: special shape of teeth compensates natural chain lengthening after prolonged use.  
   
Features: 
• Excellent wear and chemical resistance. 
• Reduced noise level and quiet operation. 
• Reinforced design. 
• Completely closed structure, easier to clean and to disinfect. 
• The design of the sprocket ensures smooth running and long service life. 
     

CODE Z C
mm 

H
mm 

S 
mm 

DF
mm 

121325

19 117.0 117.34 61.9

25
121326 30
121327 35
121328 40
121329

21 129.0 129.26 67.8

25
121330 30
121331 35
121332 40
121333

23 142.0 141.21 73.8

25
121334 30
121335 35
121336 40
121337

25 154.0 153.21 79.8

25
121338 30
121339 35
121340 40
121341

27 166.8 165.20 85.8

25
121342 30
121343 35
121344 40
121345 25
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121346
29 178.5 177.24 91.8

30
121347 35
121348 40

• Idler wheels in material steel and cast Iron on request.
 
IDLER WHEELS for series
800 - 802 - 805 - 805 VG 

SPLIT IDLER WHEELS

Material: polyamide. 
Notes: special shape of teeth compensates natural chain lengthening after prolonged use.  
   
Features:  
• Excellent wear and chemical resistance. 
• Reduced noise level and quiet operation. 
• Reinforced design. 
• Completely closed structure, easier to clean and to disinfect. 
• The design of the sprocket ensures smooth running and long service life. 
     

CODE Z C
mm 

H
mm 

S 
mm 

DF
mm 

12449G

19 117.0 117.34 61.9

18*
12449 25
12450 30
12451 35
12452 40

12453G

21 129.0 129.26 67.8

18*
12453 25
12454 30
12455 35
12456 40

12457G

23 142.0 141.21 73.8

18*
12457 25
12458 30
12459 35
12460 40

12461G

25 154.0 153.21 79.8

18*
12461 25
12462 30
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12463 35
12464 40

121349G

27 166.8 165.20 85.8

18*
121349 25
121350 30
121351 35
121352 40

121353G

29 178.5 177.24 91.8

18*
121353 25
121354 30
121355 35
121356 40

• Idler wheels in material steel and cast Iron on request.   *Plain bore

      
IDLER WHEELS for series 

800 - 802 - 805 - 805 VG 

IDLER WHEELS
Material: polyamide, screws in stainless. 
     

CODE Z B 
mm 

C
mm 

H
mm 

S 
mm 

DF
mm 

12037

25 140.1 154 153.2 79.8

25
12038 30
12039 35
12040 40

 
IDLER WHEELS for series
800 - 802 - 805 - 805 VG 
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SPLIT IDLER WHEELS

Material: polyamide, screws in stainless steel. 
  
Features: 
• Excellent wear and chemical resistance. 
• Reduced noise level and quiet operation. 
• Reinforced design. 
• Completely closed structure, easier to clean and to disinfect. 
• The design of the sprocket ensures smooth running and long service life. 
• Convenient. 
     

CODE Z 
equiv. 

C
mm 

S
mm 

DF
mm 

12980

19 117.0 62.6

20
12981 25
12982 30
12983 35
12984 40
12985

21 129.8 68.6

20
12986 25
12987 30
12988 35
12989 40
12990

23 142.2 74.6

20
12991 25
12992 30
12993 35
12994 40
12995

25 154.7 80.5

20
12996 25
12997 30
12998 35
12999 40

121527

27 167.2 86.5

20
121528 25
121529 30
121530 35
121531 40
121532

29 179.3 92.8
20

121533 25
121534 30
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121535 35
121536 40

 
IDLER WHEELS for series
800 - 802 - 805 - 805 VG 

STANDARD IDLER WHEELS

Material: polyamide. 
  
Features: 
• Excellent wear and chemical resistance. 
• Reduced noise level and quiet operation. 
• Reinforced design. 
• Completely closed structure, easier to clean and to disinfect. 
• The design of the sprocket ensures smooth running and long service life. 
• Convenient. 
     

CODE Z 
equiv. 

C
mm 

S
mm 

DF
mm 

12130

19 117.0 62.6

20
12131 25
12132 30
12133 35
12134 40
12135

21 129.8 68.6

20
12136 25
12137 30
12138 35
12139 40
12140

23 142.2 74.6

20
12141 25
12142 30
12143 35
12144 40
12145

25 154.7 80.5

20
12146 25
12147 30
12148 35
12149 40

121537 20
121538 25
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121539
27 167.2 86.5

30
121540 35
121541 40
121542

29 179.3 92.8

20
121543 25
121544 30
121545 35
121546 40

 
IDLER WHEELS for series
800 - 802 - 805 - 805 VG 

IDLER WHEELS

Material: self-lubrificating polyamide, screws in zinc plated steel.
     

CODE Z  
equiv. 

C
mm 

H
mm 

S 
mm 

DF
mm 

121616

19 80 118 62.6

25
121617 30
121618 35
121619 40
121620

21 80 129.8 68.6

25
121621 30
121622 35
121623 40
121624

23 108 142.5 74.6

25
121625 30
121626 35
121627 40
121628

25 108 155 80.5

25
121629 30
121630 35
121631 40
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